








SO ee eee _—~ ~— — — —_—_—_—. eae 6 Oe Se si — > a ¥ —, —— ete 6 a Te 


| RGM E-1 Box 38" 








: - = is + j ral « 

5 : . bs > ® 44 + ’ - a” ” “a — — J 
\ rh ve ae / j . ur x hy ; ‘ ae nde ; 
; A r ’ = ‘ =r 


ft 


fe epee! Hint of the finited ' 








——~=s 
Fe » 
(or 
os 
’ 
ms 
me 
wnt 
~-_—- + 
— 
ya 
_ 


& 


. ; 7 27 Lee =" 7 >AY rst Liaw T 
gl) ime COLNE RS DEPART VEEN. > 
. 
id? Shy 
Sa (ES oe 
a? oO 
. ‘ . w& 
Fol ody: * 
ey 
a a 
' 
Be at 
epee . 
: beet re 
. a 
> 7 ; : 
m 4 = 
i : 
ah = 
ee " —, tee! . a 
a) ee SNS 
we pa - 
oe “Ne i » 
fy : (or oy 
7 7 i £ 


SWORE he 


. . ¥ ze ~ ai 
/ nen ert Met ts - or 


f ‘ 4 ’ ao 










4 
a! 


- — —— —_—-_— —_— -_—_- —_— _—- _— 
ee 
<=. - a ——— — a —_— -_ 5. 2s — — 


Mint of the United States at Philadelphia, Pa,, 
a 


Compr s DEPARTMENT. 


he by LES 


COoinen. 







— CO —<€_ = 


ie 


No. of Brpcloswres, . 


es —- + eo 


NARA RG104, Entry 1, Box 158 


[Abstract:] Reports result of test of ingots offered by S. Wainwright... 


Mint of the United States at Philadelphia, Pa., 
Coiner’s Department, 
August 1, 1889 


Hon. D.M. Fox 
Superintendent 


Sir: 

I have the honor to report that thirty melts of Silver ingots alloyed with Oxfords Co.’s 
Copper, offered by S. Wainwright were worked with a view of noting any difference in quality 
from the alloy in previous use, with the following result. 


The metal rolled about the same as ingots made from Copper in use during the past year. 


In the annealing process, the strips blistered more than is usual with silver we have been 
working. 


In the cutting operation, the metal was harder, and the dies required more frequent 
attention to keep them improper condition. 


I therefore recommend the purchase of the copper previously in use. 
Very Respectfully, 


WSS. Steel 
Coiner 


